6. Troubleshooting 


6-1. Overall Troubleshooting Flow 


Plug in the power 
cord 


System 
initialized 2 


Auto Answer 
OK? 


SF150 


6-1 
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6-2. Check Power Supply 


Power cord Check AC socket 


connected ? 


voltage 


220-240 VAC? 


Notify customer 


Check 
Power Cord 
Continui 


Replace Cord Replace Fuse 


End 


Remove short 


6-2 
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6-2-1 No +5V 


Check 
U2 Input voltage 


Y 


| Remove short | Replace D5 


= 


N 
Check PCB Pattern Replace U2 


6-2-2 No -12V 


D5 Open or 
Shorted ? 


Check 
U1 Input voltage 


| Remove short Replace D4 


Check CON1 End 


Check PCB Pattern Replace U4 
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6-2-3 No +24 V 


output shorted ? OVP operation 


| Remove short | | Replace D3 | 


Check CON1 


| Remove short | | Replace Q5 


End 
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6-3. System Not Initialized 


Replace U9 
Voltage detector IC 


P1-4 (+5V) 
P1-3(GND5) 


Replace P5 Harness 
or OPE PBA 


P5 Harness or OPE 


Replace U1 
Fax Engine IC 


‘Check 24 MHz 
Clock Ul-129 


Replace U24 ROM 


Replace U1 
Fax Engine IC 


SF150 65 


Troubleshooting 


6-3. Continued 


Replace U3 RAM 
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6-4 Document Not Loading 


Check 24 V 


Start Insert Document P6-5,6? 


Replace D-DET PBA See Section 6-2 


P6-1,2,3,4 
Motor Strobe 


Replace Motor 


Replace U1 
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6-5 No Copy Mode Operation 


Reloading Document 


Replace Main PBA 


Check +24 V 
P1-8, 9? 


P2-4, 6, 8, 10 
TPH strobe 


Replace U1 


Replace TPH 


Replace U2 Restart 


Replace U1 Restart 


Replace Main PBA 
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6-5 Continued 


Check P3-8 
CLK2: 300 kHz, 
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Replace Ol 


Replace U1 


Replace U1 Replace U1 See Section 6-2 
Replace CIS Replace CIS 
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6-6. Malfunction in Auto Answer 


Call machine from 


2 
another phone Auto answer ? 


Check signal 
P4-16 


Replace LIU board 


Replace U1 
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6-7. Malfunction in Manual Receiving 


Lift handset from 
fax then press 


(Hook Event) 


Replace LIU board 
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6-8. Automatic Receive Malfunction 


Rings 


“Rings To Answers 
etting 2 


N 


Go To 6-9 
“Manual Receive 
Malfunction” 


Return 
Machine to 
Customer 


Receiving Data ? 


Main Board 
P4-18, 19 
TRX 


Replace LIU Board 


Replace: 
Main Board 


6-12 
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6-9. No Dial Tone 


Troubleshooting 


Press 
OHD/V.REQ. 


OK) 


Lift Handset 


NG 


Check / Replace: 
Handset cord 
Handest 

Hook Switch 

LIU U201 
LIU Board 


Return 
machine 
to 
Customer 


SF150 


Test 
Telephone 
Cord 


Replace 
Telephone Cord 


Use a phone to 
check service at 
wall jack 


Request 
Telephone 
Service 


Check/Replace: 
Speaker 

Main Board U16 
Main Board 


Check/Replace: 
Main Board U2 
LIU CML 
LIU FUS1 
FET6, T1 


Check/Replace: 
Hook Switch 
P7 8 Wiring 
LIU U201 
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6-10. Transmit Failure 


6-14 


Load document 


Feed OK ? 


Chart 6-4 
Document 
Not Loading 


Dial Receiving 
Machine 


Transmit 
Begin ? 


Replacı 
LIU board 
Main Board 


Return 
Machine 
to 
Customer 
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